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TECHNICAL NOTE 3959

CASCADE TNVESTIGATION OF A RELATED SERTES OF
6-PERCENT-THICK GUIDE-VANE PROFILES
AND DESIGN CHARTS!

By James C. Dunavant
SUMMARY

A new blade series designed to operate at near choking inlet Mach
numbers and to have near maximm criticael Mach numbers by employing high
aerodynamic loading of the profiles in the leading-edge region and rela-
tively straight trailing edges 1s described. Low-speed cascade tests
of four blade sections at solidities of 0.75, 1.00, and 1.50 were made
over a wide range of angle of attack. From these tests, deslgn ahgles
of attack were selected and were used in a method of determining the
camber for guide-vene turning angles as high as 50°. All burning angles
measured at low drag conditions ere plotted by the carpet-plotting method
and from interpolation the necessary camber is readily obtainable for
conditions other than those tested. A number of simple computations were
made to estimate the high-speed characteristics of the blade series.

INTRODUCTION

Compressor designers have incressed the weight flow and hence
the axial Mach number entering the compressor as much as possible in
attempting to obtain the maximm possible thrust per unit frontal area.
The axial Mach number is too often limited by choking in the guide vanes.
This choking has been avoided in some cases by eliminating the guide
vanes and by designing the first rotor for axial entering flow. How-
ever, there is still a need for gulde vanes in compressors including
high weight-flow designs inasmuch as rotor efficiency ususlly decreases
with increasing rotor tip Mach number iIn the transonic range. Using
gulde vanes permits the rotor tip Mach number to be lowered for the
same weight flow and rotational speed.

At axial inlet Mach numbers of 0.5 to 0.7, the guide vanes will be
required to operate at supercritical speeds, and at the higher turning

J'Supersedes recently declassified NACA Research Memorandum L54I02
by Jsmes C. Dunavant, 195k.
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angles the exit velocities wlll be near sonic. Guide-vane design, there-
fore, must consider the presence of shocks 6n the blades and the possi-
bility of choking of the flow in the guide-vane passages.

Gulde vanes which turn the flow efficiently and correctly have been
designed from two-dimensional cascade data by using corrections for the
change in axial velocity across the blade row such as arée found in refer-
ences 1 to 3. In the past, guide-vane design has largely used either
circular-arc mean lines with arbitrary thickness distributions or the
airfoil date obtained by Zimney and Leppl (ref. L4). An example of the
former design 1s reference 5, which presents a method of designing
circular-arc sheetmetal guide vanes that for meny applications is satis-
factory. However, none of these methods is entlrely suitable for design
of blades to cperate at speeds considered nécessary for high-speed com-
pressors. Moreover, although the low-turning-angle data of Zimney and
Lappl are systematic, their hlgher turning-sngle data are not systematic
and cannot be Interpolated to other cambers.

The purpose of this investigation 1s to develop a related series of
profiles designed specifically for gulde-vane application at high sub- -
sonic speeds. Design Information is presented for a new series of
6-percent-thick blade sections from results of low-speed cascade tests
of these sections over a range of turning angles up to 500, solidities
of 0.75, 1.00, and 1.50, and design lift coefficients from 0.6 to 2.h4.

The analysis of results includes extrapolation of the pressure-distribution

data by the method of reference 6 to give an indication of the high-speed
characteristics, including the critical and choking Mach numbers. Also
presented are some new turning-angle data for the NACA 65-(12)10 guide
vanes, for which data were originally presented by Zimmey and Lappil.
These new dats were pbtalned with improved cescade testing techniques.

SYMBOLS
A area
c blade chord
Ca section drag coefficlent
CZO camber, expressed as a design lift coefficient of isolsted airfoil
Cy wake momentum difference coefficient™

M Mach number
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hs] static pressure
P total pressure
Pp resultant pressure coefficient: difference between local upper

and lower surface pressure coefficients

q dynamic pressure

s tangential spacing between blades

S pressure coefficient, Pq; 2

v velocity

X chordwise distence from blade leading edge

¥ perpendicular distance from blade chord line

@ angle of attack, angle between inlet flow direction and blade
chord

B alr angle between flow direction and perpendicular to blede row,
deg (see fig. 1)

g solidity, chord to spacing ratio (c/s)

8 flow turning angle, deg

Subscripts:

1 upstream of blade row

2 downstream of blade row

T throsat

BLADE SECTION DESIGN

For compressors with high weight flow, the axial velocities entering
the guide vanes may exceed the critical speed of the blade profile, and
in some cases the exlt velocities may even be sonic. Entering Mach num-
bers that produce sonic exit velocities are illustrated in figure 2(a)
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as a function of turning angle for nonviscous one-dimensional flow
through cascades of infinitely thin blades. Figure 2(b) shows the
entering Mach number for which the blade passage chokes with no turning
as a function of blade thickness and solidity.

The basic requirement of & high-speed guide-vane profile is good
serodynemic performence over & range of solldities and turning angles
for maximum speeds before choking. Thls requirement means that (1) pre-
mature choking of the flow in the guide-vane passages must be avoided,
and (2) airfoil profiles must be shaped to avoid shock waves so as to
minimize shock-boundary-layer interaction effects and thereby to avoild
separation and keep weke losses low. Only with data obtained in tests
of profiles which meet these requirements can the flow Into the first
stage of the compressor be properly matched.

In order to errive at sultable guide-vane profiles, a mean line
and thickness distribution system of reference T was followed. The
change in stream velocity through the passage was the primary consid- )
eration in selecting a mean line and hence the chordwilse loading. In _
guide-vane applications the entering velocity 1s lower than the exit
velocity and, therefore, the leading-edge réglon can be more highly
loaded than the trailing-edge region and thereby delay supersonic veloc-
ities on the blade upper surface. This type of loading accomplishes
most of the turning in the forward part of the passage and permits the )
use of lightly loaded, nearly straight trailing edges. The lightly .
loaded trailling edges are desilrable because they provide less sensi-
tivity of turning angle to varistions in boundary layer, Reynolds num-
ber, turbulence, or surface finish.

The mean line used in this related series of guide-vane profiles
is & combination of the a =0 and the a = 1.0 mean lines of refer-
ence 7. The a =0 mean line concentrates the loading near the leading
edge. In order to remove the reflex curvature neer the trailing edge
which 1s characteristic of the a = 0 mean line, the wniform lcading
of the & = 1.0 mean line was added in the proportion of 4 to 6. The
resulting mean line i1s designated the AhK6 mean line. This designa-

tion follows a system developed specifically for compressor and turbine
profiles. (See the appendix of ref. 8.) In this system, the mean lines
from a = 1.0 to a =0 are ldentified by letters of the alphebet for
each increment of 0.1, and the subscript indicates the proportions of
the individual 1ift coefficients. Thus, the A Kg mean line 1s the

a = 1.0 mean line (A) with a Czo = 0.4 combined with the & =0 mean

line (K) with Cy, = 0.6. The ordinates for this combined mean line
for Clo = 1.0 are given in table I.
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If high critical and high choking speeds are to be attained, it is
necessary to have not only a thin blade section, as is seen from fig-
ure 2(b), but alsc a thickness dilstribution with the maximum thickness
located well forward to permit the highest possible Mach number before
choking, since turning the flow from the axial inlet direction contracts
the passage toward the rear. These requirements are satisfiled by the
NACA 63-006 airfoil thickness distribution (ref. 7), for which the maxi-
mum thickness 1s located at 35 percent chord. The ordinates of this
basic section were modified to give a thicker trailing edge by fairing
a straight line from the trailing-edge radius, equal to 0.1 the meximum
thickness, tangent to the upper and lower surfaces. Ordinates for this
profile are given in teble II. The airfoil series evolved is designated
the NACA 63-(Cq #1Kg)06 guide-vane profile.

APPARATUS AND PROCEDURE

Apparatus

The test apparstus was the high-aspect-ratioc cascade tunnel described
in reference 9, modified by reducing the test section width from 20 inches
to 10 inches. Five-inch-chord blades were used so that the blade aspect
ratio was 2.0. Seven blades were used in the cascade except in the case
of the lowest solidity tests for which only five blades could be fitted
into the tunnel. The side walls in the entrance to the test section con-
tained an upstream boundary-layer suction slot. Solid test section side
wglls were used in all blade tests since reference 9 has shown that wall
boundary-leyer buildup by cascades accelerating the flow 1s insufficient
to require the use of porous walls.

Five-inch-chord models were constructed of four blade cambers,
¢, =0.6, C; =1.2, C; =1.8, and C; = 2.4k. Two of the seven
o] o o] 0

blade sets were constructed of plastic and two of metal. The center
blade of each cascade contalned a row of 22 static-pressure orifices
distributed over the upper and lower surfaces at midspan.

The 65-(12A74)10 blade section of reference 4 was retested at

aspect ratios of 1.0 and 2.0 in cascades with side-wall boundary-layer
removal slots. Deta from these tests are compared with the data from
reference L4 which were obtained from tests with no boundary-layer
removal slots.
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Tests

The upstream flow angle was measured epproximately one chord length
upstream of the cascade at the tunnel center by means of a removable
probe. The downstream angle was determined by averaging eight angular
measurements taken approximately one-half chord length downstream of
the midspan of the blades. Two measurements were baken behind each of
the four centermost passages. These measurements were in a region in
which no totel-pressure loss had occurred.

Blades of each camber were tested at three solidities, ¢ = 0.75,
1.00, and 1.50, and through a range of angles of attack in 4° increments.
The limits of the angle-of-attack range were determined by drag rise
(drag coefficient values greater than twice the minimum drag coefficient)
occurring at very high and very low angles pf attack.

Turning angles were measured for a typical guide-vane cascade at
Reynolds numbers from 260,000 to 100,000 to determine whether critical
Reynolds numbers existed. Varilation of the turning angle with Reynolds
number in the range tested was 0.7°; hence, the test results for prac-
tical purposes were assumed to be uwnaffected by Reynolds number.

Because of the large varlation in pressure ratio across the various
cascades and the changes in upstream area, the blower was not able %o
supply either the pressure or the volume reqpired to maintain e constant
entering velocity for all the tests. Hence, the tests were run at maxi-
mum output of the blower and the resultant Reynolide number based on the
upstream velocity and the 5-inch chord veried among tests from a minimum
of 208,000 to a maximum of 294,000.

Blade forces were obtained by the method of reference 10. Normal
forces determined by two methods, momentum change and integrated pres-
sure distribution, were used as a check on testing technique accuracy.
A maximum variation of 5 percent was permitted for acceptable tests
except for conditions of low lift where = dlfference in coefficients
cf 0.05 was permitted.

RESULTS AND DISCUSSION

Aerodynamic Characteristics

Pressure distributions.- Low-speed cascade pressure distributions

and blade section characteristics are shown in figures 3 to 14. As
would be expected.from the mean-line de51gn, the pressure distributions

show highest velocities over the upper surface as well as highest loading™
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in the leading-edge reglon. Generally, the pressure ccefficients (and .
therefore the velocity) along the upper surface decreases from the °
leading-edge reglon to the trailing edge. Variations in solidity and
camber change these charecteristics only in altering the overall loading.
An exception to this trend occurred in the test of the NACA 63-(2LApKg)06

section at a solidity of 1.5, (fig. lh), where the highest turning angles
of the tests were measured. 1In this instance the exit pressure coeffi-
cient approached that of the pesk surface velocity in the leading-edge
region; hence the pressure coefflcient and veloclty along the upper sur-
face were almost constant. (See fig. 1k.)

For many pressure distributions the pressure recovery over the upper
surface was accompanied by s small leminar bubble located between the
40~ and TO-percent-chord stations. The bubble usually moved towerd the
leading edge as the angle of attack was iIncreased. Flow over the leading
edge was evidently laminar, separated at the bubble (indicated by the
flattening of the pressure distribution), and resttached as a turbulent
boundary layer (indicated by sharp pressure rise immediately following
the flattened separated region). Typical examples of this flow condi-
tion can be seen 1In the pressure distributions of figures 6, 7, and 9.

Turning engles.- Essentially uniform variations of turning angle ©

with angle of attack o« can be seen in the blade-test figures 3 to 1h4.
Slopes of the curves for 6 ageinst o« are aspproximately 1.0 except
for the test for o =0.75, Cig = 0.6 (fig. 3(f)) in which the slope

was significently less. The data show that the largest increases in 0
(at equal values of a) for a given increase in CZO occur at the high-

est solidity. For the lowest solidity (o = 0.75) 6 is increased only
gbout 1° in increasing Clo from 1.8 to 2.4 but increases by 5° at the

highest solidity (o = 1.5).

Some effect of aspect ratio is present inasmuch as the tests were
made with solid walls and are not exactly two-dimensional tests. Fig-
ure 15 shows a comparison of turning angles obtalned for the NACA
65-(12410)-10 blade section at aspect ratios of 1.0 and 2.0. Lower

turning engles are produced by the aspect-ratio-1l.0 blades for several
regsons. The velocitlies induced by the tralling vortices due to reduced
1ift in the boundary-layer region as well as flow of the wall boundary
leyer onto the suction surface have & greater effect in decreasing the
turning angle at the aspect-ratio-1.0 condition. Also, increases 1in

the axial velocity due to the boundary layer which are greater at aspect
ratio 1.0 have the effect of decreasing the turning angle. A more
detailed discussion of this effect appears in reference 9.

The turning-angle data of Zimmey and Leppi for the 65-(12Alo)10
blade sections (ref. 4) are shown also in figure 15. The discrepancy
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between results for reference L4 and for the present tests is attributed

to improved cascade testing techniques used in the present tests, the -
most important of which was the addition of wall slots for boundary-

layer removal upsiream of the blades. N - - -

Separation and drag.- Qualitative observations for separation were

made by probing the passage with a small tuft. During the ftests no
separation of the flow was cbserved except as stall occurred at high
and low angles of attack. At the lowest angle of attack the flow sepa-
rated at the very leading edge of the lower surface. However, the flow_
reattached near the 50-percent-chord statlon. The constant-pressure _
region typical of this stall can be seen just behind the leading edge

on the lower surface in figures 9(a) and 12(a). At high angles of attack,
separation, when occurring, started on the upper surface at about the
quarter-chord point and the flow did not become reattached. No attempt
was made to record these tests because of the unsteadiness of the flow
and the difficulty of obtalning accurate turning-angle measurements when
the blade wakes extended completely across the blade passage.

Low drag values were obtained over a range of angles of atbtack from
10° to 18°., 1In this range, a deslgn angle of attack was selected, by a
method which is in the next section; the drag coefficients at design
angle of attack are shown in figure 16(a). For equal design turning
angles, lowest drag coefficients occur at the highest solidity as shown
in figure 16(a). However, when drag is totaled for a number of blades ‘o
to indicate 81l profile losses as in figure 16(b), minimm losses would ]
be obtained at the lowest solidity tested (O 75) except for high turning
at which a solidify of 1.00 would produce lower profile losses. Although
lowering the solidity may reduce totel blade profile losses, increases
in secondary flows and Mach number effects that mey accompany a decrease
in the nunber of guide vanes mey affect adversely the performance of sub-
sequent blade rows. Although profile losses themselves constitute only
s fraction of the total losses of a blade ¥ow there are indications that
the blade surface boundery layer affects the secondary flow losses and
hence blade profile losses may contribute more to total loss of a blade
row near the blade end regions than the measured profile losses would
indicate. Setting a lower limit on guide-vane solidity is illusory as
the limit would vary with the particular spplicetion. However, 1t
appears that guide vanes may be designed with solidities of 0.75 and
lower in some applications.

Design angle of attack.- A design angle of attack was selected for

each test condition to make the data obtained more usable for the design
of entrance guide vanes. Each angle selected from the various pressure
distributions is the highest angle of attack attained before the pres-__
sure distribution formed a sharp peak at the leading edge ard also before
drag rise occurred. The design angle of attack is shown in figure 17
for various turning angles and solidities plotted for accurate inter- >
polation by the carpet-plotting method described in reference 11. No
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sbscissa scale 1s glven for figure 17; however, turning angle and solid-
ity values are plotted so that along a line of constant turning angle
the smallest horizontal division is an increment of solidity of 0.005.
Similarly, slong a line of constant solidity the smallest horizontal
division is an increment of turning angle equal to 0.2°.

In figure 18, test results of angle of attack, turning angle, solid-
ity, and camber varistions are plotted by the method described in refer-
ence 11. The limits of the angle-of-attack ranges plotted were the
angles of attack at which twilce the minimum drag occurs. From this plot,
camber is readily determined for intermediste values of solidity, turning
angle, and engle of attack. Camber for design angles of attack at solid-
ities other than 1.5, 1.0, and 0.75, is obtained by entering figure 18
with the design angle of attack determined from figure 17 and the turning

angle.

In figure 18, lines of constant turning angle and constant angle
of attack are plotted to a horizontal scele with camber as the vertical
scale. Each solidity forms a 6,a carpet plotted so that points of
equal turning angle and angle of attack on the three 6,a carpets are
spaced to a horizontal solidity scale. Hence, in order to interpolate
for camber when the turning angle, angle of attack, and solidity are
given, the point of the given turning angle and angle of atbtack is deter-
mined on the 6,a carpet for the three solidities 0.75, 1.0, and 1.5.
The curve through these three points represents the veriation in canmber
for soliditles from 0.75 to 1.5 for the given combination of turning
angle snd angle of attack. Location of the point representing the given
intermediate solidity is found by measuring, from & point of known solid-
ity, turning angle, and angle of attack, s horizontal distance equivalent
to the increment of solidity. For this carpet plot the smallest hori--
zontal subdivision is equal to an increment in solidity of 0.002. The
ordinate of the point thus located on the faired line is the desired
cember,

Prediction of High-Speed Performance

Choking Mach numbers.-~ Although no high-speed cascade tests were

made of the blade sections, a number of simple computations were made

to estimate some of the high-speed characteristics of the blade series.
The values estimsted were the critical and choking Mach numbers. All

of these analyses are based on the assumption that the low-speed turning
engle would be obtained at all speeds up to choking. Although this
assumption is not precisely valid, the varlation in twrning angle 1s
expected to be smaller for these 6%3-geries blades than for the blades of
circular-arc camber lines of reference 12, which showed a maximum increase
of about 2° gt choking.
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Choking in the blade rows is determined by the minimum passage or
throat area, given for this blade series in figure 19(a). For fasir com-
parison of throat areas of the three solidities, throat areas (Ap/A;) are

plotted against the low-speed design turning angles. The maximum entering
Mach number determined from the ratio or throst ares to upstream ares

and isentroplc flow relationships is given in figure 19(b). For low
design turning angles where the maximum flow area is restricted by the
maximum blade thickness, higher maximum entering Mach numbers can be
obtained by using low solidities as indicated in figures 19(a) and (b).
However, for turning angles of 25° or greater, the maximum entering Mach
number which can be obtained is essentially the same regardless of solid-
ity since the minimm ares, then at the trailing edge, varies little
although & finite tralling-edge thickness was used. Figure 19(b) shows
that for the design turning angles the choking entering Mach number is
near the maximum obtelnable for the resulting low-speed turning angle.

Critical Mach numbers.- The entrance Mach numbers associated with

the first occurrence of sonic velocity on the blade surface for the blade
gections at design angle of attack were estimsted by using low-speed
cascade pressure distributions and correcting for the effects of com-
pressibility as in reference 6. Figure 19(c) shows the critical Mach
number for blade sections at deslign angle of attack. For low design
turning angles differences in critical Mach number for the various solid-
ities are small; however, for high design turning angles significant
differences are shown. Although exceeding the critical speed cannot be
teken as a positive indication of increased losses, speeds up to criti-
cal are expected to show no apprecieble change in losses. The effect

of high Mach numbers on the low-speed pressure dlstribution is to shift
the loading toward the trailing edge. This effect is insignificant for
low turning angles; however, for high turning angles the changes are
pronounced. The low-speed and extrapolasted pressure distributions of
a typical high turning angle section (8 = 50.6°) are shown in figure 20.

SUMMARY OF RESULTS

Guide~vane blade sections have been designed to provide such gquali-
ties believed desirable for gulde vanes such as high aerodynamic loading
in the leading-edge region, relatively straight tralling edges, and low
maximum thickness. From low-speed cascade tests and analysis of per-
formance at high speeds the blade sections are shown to have the following

characteristics:

1. Low drag coefficients were cbtained over an angle-of-attack range
from 10° to 18°. No turbulent separation of the flow was detected near
the selected design angle of sattack.
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2. The relatively stralight tralling edges of the blade series were
effective in guiding the flow at the trailing edges since the variation
of turning angle with angle of attack was uniform.

3. High loading of the mean line in the leading-edge region pro-
duced high loading in this region for most cascade conditions; however,
at the highest of turning angles, pressures along the upper surface were
almost constant.

k. At the design angle-of-attack condition for turning angles
greater than 25° the choking ares corresponded to an entering Mach num-
ber which 1s near the maximm obtalnable for the resulting low-speed
turning angle. For lower turning angles the maximum entering Mach num-
ber is limited by the blockage because of maximum blade thickness.

Langley Aeronsutical Leborstory,
Nation Advisory Committee for Aeronautics,
Langley Field, Va., August 19, 195k.
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TABLE I.- COORDINATES FOR ApKg MEAN LINE

[Czo = 1'0]

2.0~
PR 1.0 =
I
5 20 100
20 x
y
0 i J
0 50 100
X
x y dy/dx
o} (o e ——
.5 376 0.6237
1.25 192 503k
2.5 1.357 k100
5.0 2.248 3131
10 3.531 .2110
15 b k20 1483
20 5.040 .1023
25 5.458 .0659
30 5.710 0359
35 5.824 .010k
ko 5.820 -.0116
L5 5.713 -.0308
50 5.516 -.0478
55 5.239 -.0628
60 4,891 -.0761
65 L h79 -.088L
70 4.o11 -.0990
5 3.4k92 -.1090
80 2.922 -.118%
85 2.308 -.1278
90 1.642 -.1387
95 9012 -.1555
100 o N S e——

13
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TABLE II.- THICKNESS DISTRIBUTION COORDINATES FOR NACA 63-006
ATRFOIL WITH TRAILING EDGE THICKENED (t/c = 6 PERCENT)

{Stations and ordinstes given in percent of chordJ

20
y 0 —
| N
205 20 100
X
X Ty
0 o]
1.25 171
2.5 1.057
5.0 1.462
10 2.010
15 2.386
20 2.656
25 2.8451
30 2.954
35 3.000
ko 2.971
k5 2.877
50 2.723
55 2.517
60 2.301
65 2.085
70 1.870
75 1.654
8o 1.438
85 1.222
90 1.007
95 791
100 0
L. E. radius: 0.297
T. E. radius: 0.6
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Figure 1.- Cascade notation.
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